
Korzyści ze stosowania produktu

_ Ograniczony koszt pracy i konserwacji dzięki długiej trwałości
_ Natychmiastowa i stała ilość światła przez cały okres trwałości lampy
_ Praca bez migotania
_ Bez rtęci

Cechy produktu

_ Ściemnialne
_ Na życzenie dostępne z kombinacjami złącz A, B, C/Z
_ Moc promieniowania podczerwonego zapewniająca oświetlenie w najgorszych warunkach

Karta katalogowa rodziny produktów

Żarówki halogenowe, sterowane prądem, z trzonkiem PK30d

Obszar zastosowań

_ Oświetlenie lotnisk
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Dane techniczne

Informacje
o produkcie

Dane elektryczne Dane
fotometry
czne

Wymiary i waga

Opis produktu Oznaczenie
produktu

Napięcie
nominalne

Prąd lampy Moc
znamiono
wa

Znamiono
wy
strumień
świetlny

Średnica Długość

 64319 Z/C 45-15 64319 120 V 66 A 4500 W 800 lm 135 mm 580 mm

 64317 C 45-15 64317 68 V 66 A 4500 W 135 mm 560 mm

 64317 IRC-C 45-30 64317 IRC 682 V 66 A 4500 W 1500 mm 480 mm

 64318 A 45-15 64318 68 V 66 A 4500 W 135 mm 500 mm

 64319 IRC-A 45-30 64319 IRC 682 V 66 A 4500 W 1500 mm 480 mm

 64328 HLX-A 65-15 64328 HLX 98 V 66 A 6500 W 135 mm 480 mm

 64328 HLX-Z/C 65-15 64328 HLX 98 V 66 A 6500 W 135 mm 480 mm

 64341 HLX-A 100-15 64341 HLX 120 V 66 A 10000 W 135 mm 580 mm

 64341 HLX-Z/C 100-15 64341 HLX 152 V 66 A 10000 W 135 mm 480 mm

 64342 HLX-C 100-15 64342 HLX 152 V 66 A 10000 W 135 mm 560 mm

 64361 HLX-A150-15 64361 HLX 227 V 66 A 15000 W 135 mm 500 mm

 64361 HLX-Z/C150-15 64361 HLX 227 V 66 A 15000 W 135 mm 500 mm

 64382 HLX-A 200-15 64382 HLX 303 V 66 A 20000 W 135 mm 570 mm

 64318 Z/C 45-15 64318 68 V 66 A 4500 W 135 mm 500 mm

 64319 A 45-15 64319 68 V 66 A 4500 W 135 mm 500 mm

 64382 HLX-C 200-15 64382 HLX 303 V 66 A 20000 W 135 mm 570 mm

Trwałoś
ć

Dodatkowe
dane
produktu

Możliwości

Opis produktu Długość
montaż
owa

Długość bez trzonka
pinowego/połączeni
e

Odległość
a / LCL

Trwałoś
ć

Trzonek
(standardow
e
rozwiązanie)

Dozwolona
pozycja pracy

 64319 Z/C 45-15 16,0
mm

32,00 mm 20,0 mm 1500 h PK30d s 90

 64317 C 45-15 16,0
mm

36,00 mm 16,0 mm 1500 h PK30d s 90

 64317 IRC-C 45-30 16,0
mm

28,00 mm 16,0 mm 3000 h PK30d s 90

 64318 A 45-15 16,0
mm

30,00 mm 16,0 mm 1500 h PK30d s 90

 64319 IRC-A 45-30 16,0
mm

32,00 mm 20,0 mm 3000 h PK30d s 90

 64328 HLX-A 65-15 16,0
mm

36,00 mm 20,0 mm 1500 h PK30d s 90

 64328 HLX-Z/C 65-15 16,0
mm

32,00 mm 20,0 mm 1500 h PK30d s 90

 64341 HLX-A 100-15 16,0
mm

35,00 mm 20,0 mm 1500 h PK30d s 90
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Trwałoś
ć

Dodatkowe
dane
produktu

Możliwości

Opis produktu Długość
montaż
owa

Długość bez trzonka
pinowego/połączeni
e

Odległość
a / LCL

Trwałoś
ć

Trzonek
(standardow
e
rozwiązanie)

Dozwolona
pozycja pracy

 64341 HLX-Z/C 100-15 16,0
mm

35,00 mm 20,0 mm 1500 h PK30d s 90

 64342 HLX-C 100-15 16,0
mm

40,00 mm 20,0 mm 1500 h PK30d s 90

 64361 HLX-A150-15 16,0
mm

35,00 mm 20,0 mm 1500 h PK30d s 90

 64361 HLX-Z/C150-15 16,0
mm

35,00 mm 20,0 mm 1500 h PK30d s 90

 64382 HLX-A 200-15 16,0
mm

36,00 mm 20,0 mm 1500 h PK30d s 90   1)

 64318 Z/C 45-15 16,0
mm

30,00 mm 16,0 mm 1500 h PK30d s 90

 64319 A 45-15 16,0
mm

32,00 mm 20,0 mm 1500 h PK30d s 90

 64382 HLX-C 200-15 16,0
mm

36,00 mm 20,0 mm 1500 h PK30d s 90

Environmental information
Information according Art. 33 of EU Regulation (EC) 1907/2006 (REACh)

Opis produktu Date of Declaration Primary Article
Identifier

Candidate List
Substance 1

CAS No. of substance
1

 64319 Z/C 45-15 05-03-2024 4008321345578 Lead 7439-92-1

 64317 C 45-15 05-03-2024 4008321345493 Lead 7439-92-1

 64317 IRC-C 45-30 05-03-2024 4008321340139 Lead 7439-92-1

 64318 A 45-15 05-03-2024 4008321345516 Lead 7439-92-1

 64319 IRC-A 45-30 05-03-2024 4008321340153 Lead 7439-92-1

 64328 HLX-A 65-15 05-03-2024 4008321345592 Lead 7439-92-1

 64328 HLX-Z/C 65-15 05-03-2024 4008321345615 Lead 7439-92-1

 64341 HLX-A 100-15 05-03-2024 4008321345639 Lead 7439-92-1

 64341 HLX-Z/C 100-15 05-03-2024 4008321345653 Lead 7439-92-1

 64342 HLX-C 100-15 05-03-2024 4008321345677 Lead 7439-92-1

 64361 HLX-A150-15 05-03-2024 4008321345691 Lead 7439-92-1

 64361 HLX-Z/C150-15 05-03-2024 4008321345714 Lead 7439-92-1

 64382 HLX-A 200-15 05-03-2024 4008321345738 Lead 7439-92-1

 64318 Z/C 45-15 05-03-2024 4008321345530 Lead 7439-92-1

 64319 A 45-15 05-03-2024 4008321345554 Lead 7439-92-1

 64382 HLX-C 200-15 05-03-2024 4008321345752 Lead 7439-92-1
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Kraj - specyficzna
kategoryzacja

Opis produktu Safe Use Instruction Declaration No. in
SCIP database

LIF

 64319 Z/C 45-15 The identification of
the Candidate List
substance is
sufficient to allow
safe use of the
article.

92d8f454-cc96-
4495-94ef-
e05e11f45f17

 64317 C 45-15 The identification of
the Candidate List
substance is
sufficient to allow
safe use of the
article.

d9e66819-e040-
4c44-bee8-
4fcca5312c8c

J1/76

 64317 IRC-C 45-30 The identification of
the Candidate List
substance is
sufficient to allow
safe use of the
article.

5600ea4e-4016-
4650-b994-
3ad8acf8f5a0

J1/76

 64318 A 45-15 The identification of
the Candidate List
substance is
sufficient to allow
safe use of the
article.

ca26f0b4-6740-
4bdb-a32d-
7141568d2f95

J1/77

 64319 IRC-A 45-30 The identification of
the Candidate List
substance is
sufficient to allow
safe use of the
article.

0189083e-f10b-
4e3a-9905-
2b2db7d625df

 64328 HLX-A 65-15 The identification of
the Candidate List
substance is
sufficient to allow
safe use of the
article.

7b45910a-859c-
4e0f-92af-
6a2767687bd8

 64328 HLX-Z/C 65-15 The identification of
the Candidate List
substance is
sufficient to allow
safe use of the
article.

9ff014be-6b0f-4492-
a2bc-1b13a5231d98

 64341 HLX-A 100-15 The identification of
the Candidate List
substance is
sufficient to allow
safe use of the
article.

295ed5f7-e593-41fd-
8379-aabc1761b8d4

J1/79
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Kraj - specyficzna
kategoryzacja

Opis produktu Safe Use Instruction Declaration No. in
SCIP database

LIF

 64341 HLX-Z/C 100-15 The identification of
the Candidate List
substance is
sufficient to allow
safe use of the
article.

e7a8bc3b-5fc6-4418-
aeba-14334908408b

J1/79

 64342 HLX-C 100-15 The identification of
the Candidate List
substance is
sufficient to allow
safe use of the
article.

df9336c6-f6aa-4cf0-
a57f-d26ee6b412c0

J1/80

 64361 HLX-A150-15 The identification of
the Candidate List
substance is
sufficient to allow
safe use of the
article.

d0b74040-bc55-
40f6-8ef2-
40462d44a388

J1/83

 64361 HLX-Z/C150-15 The identification of
the Candidate List
substance is
sufficient to allow
safe use of the
article.

6c568582-5ec0-
420c-8707-
25bfc628d83c

J1/83

 64382 HLX-A 200-15 The identification of
the Candidate List
substance is
sufficient to allow
safe use of the
article.

bc021249-e7ad-
4bcc-9af4-
d2a7618c3637

J1/84

 64318 Z/C 45-15 The identification of
the Candidate List
substance is
sufficient to allow
safe use of the
article.

4a7f4d00-b3f6-4ff5-
9dab-8b40cfc83462

J1/77

 64319 A 45-15 The identification of
the Candidate List
substance is
sufficient to allow
safe use of the
article.

b8092497-ad76-
46a4-8f7f-
7cd4786ab142

 64382 HLX-C 200-15 The identification of
the Candidate List
substance is
sufficient to allow
safe use of the
article.

2af12407-76cf-479d-
a022-f57985523da4

J1/84

1) Pomimo poprzecznie umieszczonego żarnika dozwolona pozycja pracy s90
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Instrukcja bezpieczeństwa

Aby zapobiec obrażeniom ciała lub stratom materialnym, żarówki halogenowe mogą być eksploatowane tylko w odpowiednich
oprawach, wyposażonych w odpowiednie elementy zabezpieczające (siatki itp.) gwarantujące, ze w przypadku pęknięcia
żarówki nie wydostaną się żadne części / odłamki, oraz że podczas eksploatacji nie będzie wydostawać się promieniowanie
nadfioletowe. Musi być również umieszczony znak ostrzegawczy informujący, że żarówka jest źródłem dużej ilości ciepła.
Szczegółowe informacje dostępne na żądanie.

Wskazówki dotyczące zastosowania

Więcej szczegółowych informacji dotyczących grafik i zastosowania znajduje się w karcie katalogowej produktu

Odnośniki/łącza

Więcej informacji na temat lamp lotniskowych, patrz broszura:
„Gwiazdy ułatwiające orientację – wydajne rozwiązania oświetlenia lotniskowego: Żarówki halogenowe i źródła światła LED”.

Oświadczenie

Zastrzega się możliwość zmian bez uprzedzenia. Błędy i ominięcia są możliwe. Należy zawsze upewnić się czy korzystasz z
najnowszej wersji katalogu.
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