
Korzyści ze stosowania produktu

_ Versatile QBM window driver due to flexible output characteristic
_ Locking and unlocking of programmable features

Karta katalogowa rodziny produktów

OPTOTRONIC Intelligent – Qualified Bluetooth Mesh NFC S
Compact constant current LED driver – Dimmable

Obszar zastosowań

_ Nadaje się do użytku w oprawach z elastycznym
ustawieniem wartości prądu

_ Nadaje się do instalacji wewnętrznych SELV
_ Przeznaczony do opraw o klasie ochronności I i II
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Wskazówki dotyczące zastosowania

Więcej szczegółowych informacji dotyczących grafik i zastosowania znajduje się w karcie katalogowej produktu

Karta katalogowa, teks

_ By integrating the device into a casing the wireless range could be affected, in particular by metal surfaces. Therefore, the
wireless range needs to be verified after integration.

_ The device has passed successfully the SILVAIR Testing process.
_ The device can be put into operation using the OSRAM HubSense Commissioning Tool (https://platform.hubsense.eu), subject

to prior acceptance of the Terms of Use and the Privacy Policy.
_ OSRAM may terminate or suspend the use of the HubSense Commissioning Tool at any time and for any or no reason in its

sole discretion, even if access and use is continued to be allowed to others.
_ The device complies with Bluetooth mesh Standard v1.0. It can also be used in 3rd party Bluetooth mesh network, that

complies with this standard and that supports the mesh models of this device, and with certain 3rd party commissioning tools,
that support the mesh models of this device. In order to ensure correct interoperability a verification with the 3rd party
network components and the 3rd party commissioning tool is necessary in advance. Please contact OSRAM
(support@hubsense.eu) to receive the actual list of supported models for this device.

_ OSRAM shall have no liability for any 3rd party commissioning tool and does not make any representations, express or
implied, about the availability and/or performance of such commissioning tool.

_ OSRAM shall have no liability for and does not make any representations, express or implied, about the connectivity of OSRAM
QBM products with any other products, that have passed the SILVAIR Testing process.

_ Reset to factory setting: (1) Power off device and disconnect from mains, apply short circuit between LED+ and LED-, (2)
connect device to mains and power on for at least 2 seconds, (3) power off device, disconnect from mains and remove short
circuit. Reset completed.

Sprzedaż i pomoc techniczna

Sprzedaż i pomoc techniczna www.osram.com

Ecodesign regulation information:

Intended for use with LED modules.
The forward voltage of the LED light source shall be within the defined operating window of the control gear in all operating
conditions including  dimming if applicable.

Separate control gear and light sources must be disposed of at certified disposal companies in accordance with Directive
2012/19/EU (WEEE) in the EU and with Waste Electrical and Electronic Equipment (WEEE) Regulations 2013 in the UK. For this
purpose, collection points for recycling centres and take-back systems (CRSO) are available from retailers or private disposal
companies, which accept separate control gear and light sources free of charge. In this way, raw materials are conserved and
materials are recycled.

Oświadczenie

Zastrzega się możliwość zmian bez uprzedzenia. Błędy i ominięcia są możliwe. Należy zawsze upewnić się czy korzystasz z
najnowszej wersji katalogu.

Karta katalogowa rodziny produktów
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